
 

FIRE FIGHTER CORE COOL DOWN KIT 
 
 
 

Tech Data 
 
Firebug: 
Harder aluminum 4 port manifold with fire connection ULC tested: 

• at 95 Gpm the pressure loss on outlet side was 2 psi 

• at 200 Gpm the pressure loss was 20 psi 
 

259 litres per minute   Friction loss = 13.7 Kpa 
757 (750) litres per minute  Friction loss = 137.9 Kpa 

 
 
Burst Pressure:  

• 1, 111 psi 
 
 
Ball Values:   

• ¾” Apollo International Full Port Brass 250 psi Rating 
 
 
Hose: 
Full ¾” I.D. for less friction loss.  Extra smooth lining offers best possible performance.  
Ideal for protecting long hose lines, grass fires, mop up, etc.  A seamless design made 
of circular looms providing maximum wear resistance. 
 

Hose Size Service Pressure Proof Pressure Burst Pressure 
¾” 250 psi 500 psi 750 psi 

 
 
Wands:   

• 24” wand and breaker with brass shut off valve.   

• 11.1 Gpm at 40 psi. 
 

 
Thermometer: 
Thermo Scan Thermometer has been carefully developed for accurate, safe and fast 
human body temperature measurements in the ear.  The shape of the Thermometer 
prevents it from being inserted too far into the ear to damage the eardrum. 
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